
 

InEffects® Speckles are a premium special effect 
additive to produce a granite appearance in plastics.  
Speckles are broadly compatible in thermoplastic resin 
processing, due to its unique resistance to heat and 
shear. 
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The information contained herein is, to the best of our knowledge and belief, accurate, but is given without representation or 

warranty.  Since the conditions of handling and use of our products are beyond our control, we do not guarantee results, and assume no 

liability for damages incurred in the handling or use of the products.  The handling, use and processing of our products, and the products 

manufactured by you are beyond our control and thus are your responsibility. All chemicals present unknown health hazards and should be 

used or handled with caution.  Although certain hazards are described herein, we cannot guarantee that these are the only hazards that 

exist.  NO REPRESENTATION OR WARRANTY, EITHER EXPRESSED OR IMPLIED, INCLUDING BUT NOT LIMITED TO WARRANTIES OF 

MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR OF ANY OTHER NATURE ARE MADE HEREUNDER WITH RESPECT TO THE 

INFORMATION CONTAINED HEREIN OR THE PRODUCT TO WHICH THE INFORMATION REFERS.  It is the responsibility of the user to comply 

with all applicable international, national, federal, state (provincial), and/or local laws and/or regulations and/or treaties. 

FDA Compliance 

Speckles are prepared entirely of 
materials suitable for US FDA compliance 
for food contact articles. 

Black and White are readily availabile, 
and custom colors can be formulated 
to match your specific need. 
InEffects® Speckles are standard to 
be light stable for outdoor exposure. 
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Available Sizes 

Speckles are available in three primary 
size distributions. 

Small – About 250 micron mean size. 
Medium – About 500 micron mean size. 
Large – About 1000 micron mean size. 

Other sizes available upon request. 

Resistance to Heat and Shear 

Speckles are resistant to 525o F (275 o C).

Speckles resist breaking by shear in typical 
plastic processing: injection molding, 
extrusion, blow molding, rotational molding. 

0 Micron 

Speckles




